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I TEM NO. DESCRIPTION Material THK/mm WEIGHT (Kg) 

1 Dai 38mm x 140mm , RE 1-4-7-2560 Brass Dai-38 0.7  

2 Dai 45mm x 27mm , RE 1-4-7-2560 ABS Dai-45 0.02 

3 Worm spiral MB x 10 SS400 4 0.00 

4 Dai 60 mm x 82 mm Superlene Dai-60 0.03 

5 Bolt M10 x 25 Stainless 4 0.03 

6 Spring Washer M10 Stainless Dai-16.8 0.00 

7 Washer M10 Stainless Dai-22 0.00 

8 Nut M10 Stainless 4 0.02 

 

 

Technical Data 

UPPER TERMINAL KIT For 1.5” , 2.0”  PIPE 

APPLICATION 
      S-UPK is a Lightning adapter which conducts brass rods. S-UPK is 

connected with a ground lead to carry low-resistance voltage and current to 

earth Use For ESE Air Terminal and Faraday lightning Rod ¾ “ Ø 

Detail 
Exterior material : Superlene 

Interior material : Brass 

 



 

 

 

 

Ordering information 

Model No.                                                                  S-UPK-1.5”-34                                                S-UPK-2”-34 

Part No.                                                                         107300                                                        107301 

Packing unit         1 pc(s). 
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